
Unit  K-6 camera t r iax channels, 4 VTR
channels ser ial digital OB unit .
Mercedes Benz 5.9 ton - 612D Var io 2.8
diesel t ruck Reg P531 SPU

Colman Air-conditioned; Bryant 19” racked throughout;  12ft x 10ft aluminium 
camera-platform; 2 Side panel cable outlets; 30ft radio mast; nato tow hook.

Personnel capacit y:
Unit k comfortably seats 9 personnel:

· Director
· P.A.
· Vision Mixer
· Vision Engineer
· VT Operator. 
· Producer
· Assistant Producer
· Sound Supervisor
· Aston Operator.

Dimensions/weight :
L 7.5 x W 2.9 x H 3.1 metres
5.9 ton

Power  Requirements:
1 x 32a 240v single phase

Vision Mixer :
Grass Valley 16 input GVG 1000 digital SDI vision mixer with chromakey, 2 x key channels, 
1 x DSK,  2 aux buses with remote panels. 

Cameras:
Sony digital camera channels (16:9 - 4:3)
Fujinon 20:1 standard lens with remotes
Canon J11 wide angle lens with remotes
Sony CA TX-7 triax back                                                   
Sony CCU TX-7 with SDI option



Sony DXF 51 large 5” studio viewfinders
Sony RCP TX-7s
Bayer DT 290 headsets
Sony VCT 14 camera plates
Vinten vision 250 heads with 2 stage legs
Vinten vision 20 heads with 2 stage legs
Vinten vision 30 heads with 2 stage legs
Vinten Hawk studio/OB pedestals with vision 250s*

Vision monitor  stack & Bay:
1 x Sony BVM 14/F5E with SDI & component option card (16:9 - 4:3)
1 x Sony PVW 411s camera preview
Sony RCP TX-7s x 4 
Leitch X plus 16 x 16 sdi matrix router 
Leitch 16: 1 switcher panel for vision preview
1 x Grass Valley aux remote panel (for video wall feeds ect)
1 x Tektronix SPG 271
1 x Tektronix 601 SDI waveform & vector scope
TSL audio ppm monitor / AES & analogue
Paragon twin speakers audio monitor with ppm.
Sony Mpeg Encoder unit BDX E1000
Sony Mpeg Decoder unit BDX D1000
Leitch FR-6804-1 mainframe
Leitch FR-6801 mainframe
Leitch DES-6801 A to D  PAL with sync / decoder x 4
Leitch ENC-6801 D to A SDI with sync / encoder x 2
Leitch VDA-6830 pal dist
Leitch VSM-6804 x 2
Leitch VSE-6801 sdi dist-amp x 4
Leitch USM-6800 universal encoder x 2
Leitch VDA-6800 SDI dist.
Avitel Video DAs 3210s x 10 with twin power supplies
Avital Video DAs 3100s x 13
Drake 1310 talkback panel
4-way VTR remote control unit
Axon 2000 sdi aspect ratio converter x 2
Oxtel Framestore 1 + RCP 200 (HD capacity 400 frames) x 2
Microtime series 200 SDI auto changeover (emergency cut bus)
Kramer VP-706sc scan converter
Kramer FC-4045 gen-lock multicoder
Panasonic 4 way multi viewer (cameras return preview)
2 x 24 way musa panels  (monitor patching)
Scientific Atlanta commercial Satellite receiver
SPT RF tuner modulator
2 x Fan trays

Product ion monitor  stack (director , PA, Vision mixer):
3 x Sony BVM 14M/2 colour 14” monitors with SDI options (16:9 - 4:3)  
6 x Sony PVM 9042 colour 9” monitors (16:9 - 4:3) 
6 x Sony PVM 96E B&W 9” monitors (16:9 - 4:3)
Drake talkback 1310 panel (Director)
Drake talkback 1310 panel (PA)
Canford Audio 19” Rack speakers (PGM sound)



Canford Audio 19” rack speaker (pre hear)
Panasonic 4 way multi viewer (PAs VTR preview)
Leitch DTD 5200 TC code clock digital
4 way VTR remote controller
Eyeheight digital VTR clock
2 x Fan trays

Vt r  monitor  stack & bay (up to 4 VTRs):
4 x VTRs any format Digital Betacam, IMX, Betacam sp, SX, Dvcam
4 x JVC professional 6” colour monitors (16:9-4:3)
Leitch  remote matrix panel
1 x Sony RM450 VTR controller 
4-way VTR remote controller
1 x Sony professional Svhs/vhs recorder with active rack & BITC
Audiences soundchek 1 (VTR & PGM audio monitoring)
1 x Fan tray

Sound monitor  stack and separate sound gallery:
24 channel 8 bus sound desk
19” PPM monitoring panel
BSS quad compressor/limiter
Harrison Tech Ltd Xi 150 professional power Amp
2 x PMC TB1 programme speakers
2 x Sony PV W 9042 colour 9” monitors (16:9-4:3)
1 x Sony PVW 14M/2 colour 14” monitor with Sdi option (16:9-4:3)
2 x Sony PVM 411  4 X 4” B&W monitors vtr & camera preview
1 x PPM & sum/difference metering
1 x Sony Minidisk MDS-JE510 in Active rack
2 x Sony MB-8N main racks with AN-820A antennas
6 x Sony WRU-8N diversity receivers
6 x Sony WRT-805 radio mics
6 x Sony ECM 77 tie mics
1 x Sony WRT-810R radio stick mic
4 x Sennheiser 416
2 x Bayer M58 stick mic
Leitch matrix panel
Drake talkback matrix unit
Drake 1310 talkback panel
Key base station radio duplex talkback unit with 6 x GP 300 hand sets
3 x Sonifex HY 02 telephone balance units
1 x Prospect CR6 talk-back panel 6 x 4/wire
2 x Prospect 6 channel 4/wire matrix C6LX
1 x Prospect C4D 2 x 4/wire – 4 x IFB talk-back unit
5 x Prospect CIB belt-packs 2/wire-4/wire or IFB
3 x Prospect C1D single 4/wire or IFB talkback unit
1 x Prospect C5X talkback unit 2/wire to 4/wire converter
3 x Prospect TC 22 telephone hybrids
Leitch FR 6801-1 mainframe
Leitch AES-6880 AES distribution



2 line / 6 extension telephone system
1 x dB technologies in ear presenter monitoring
Drake audio DAs PD7222 stereo x 10 with twin power supplies

Graphics monitor  stack & bay:
Sony PVM 14/2 (Aston preview/edit)
2 x PVM 9042 PGM/PVW monitors
2 x Oxtel framestore 1 with RCP 200 (HD capacity 400)
Aston Motif with jaz disc
Kramer VP-706sc scan converter
Kramer FC-4045 gen-lock multicoder
Drake talkback 1310 panel
 

Power  Dist r ibut ion:
Bryant 32amp RCBO - 6 x RCD 16 amp MDU with amp/volts meter.
2 x Bryant 10 way IEC dist.
2 x EMO 10 way IEC dist.
9 X Sony 10 way IEC dist.

Main tail board: 
5 x Fysher triax camera outlets
16 x tie lines XLRs to patch bay
32 x tie lines XLRs to sound desk
6 x 4/wire circuits XLRs
4 x stereo PGM out-puts XLRs
4 x Omni talkback outputs XLR
3 x BT TBU sockets or wire posts
24 BNC tie lines out
24 BNC tie lines in
Twin extraction fan 19” panel

Unit  K main outputs:
6 x PGM-SDI o/p BNC
2 x PGM-YUV o/p BNC
6 x PGM-Pal o/p BNC
2 x PVW-SDI o/p BNC
2 x PVW-Pal o/p BNC
2 x Aux 1-SDI o/p BNC
2 x Aux 1-Pal o/p BNC
2 x Aux 2-SDI o/p BNC
2 x Aux 2-Pal o/p BNC
2 x PGM-mpeg2  bit stream o/p BNC

Mains power  supply Tail Board:
1 x 32 amp waterproof inlet



1 x 16 amp waterproof outlet
1 x 13 amp waterproof outlet
1 x RF inlet
Earth terminal

Unit K requires a minimum 32amp single-phase power supply

Tender  Vehicle:
Citroën Relay Reg No EK52 FZA
Diesel 2.2 Hdi - hi top long wheelbase 
panel van with tail lift.

Generator :
Smith's built 12.5 Kva 240v single phase, Cummins wispa silent, air cooled generator
mounted on tow trailer, 1 x 32amp 2 x 16amp outputs with amp / volts meter.
Complete with 32amp leads and 16amp leads and fuel can.

in5 Broadcast facilities
For further information please contact Carl Owen
0207 706 1553 or email info@in5broadcast.com

Depot.
in5 Broadcast Facilities
Ministry of Defence
Sentinel House, Building C3
Shoeburyness, 
Essex. SS3 9SR .

Personnel:
Carl Owen Project & Unit Manager
Steve Pearce Sound Supervisor
Paul Nye Vision Engineer
Steve Cripps Camera Supervisor
Rachael Kerns Pearce Bookings & Accounts


